
 

Title: HEBM MIL-DTL-83526/20,21 
 

 

 

AGRO-IND MANAGEMENT 
NO: 

FP-0012 
Revision: 

0 
Edition: 

1 
ISSUED: 

APRIL 12, 2016 
1 

 

Agro-Ind Management S.R.L. 
Piata Presei Libere, 1, Bucharest, Romania, 013701 
Phone: +40-21-313-98-78 
e-mail: marketing@exmag.ro 
web: http://www.exmag.ro 

 
 1 of 2 

 

 

HEBM MIL-DTL-83526/20,21 

(Connectors, Reels and Patch-Cords) 

 

 

 

 

 

 

 

 

 

MIL-DTL-83526 

GENERAL DESCRIPTION 

Hermaphroditic Expanded Beam connectors (HEBM) are largely 

used in harsh environments like Military, Oil & Gas, Broadcast and 

Industrial. 

The hermaphroditic design eliminates the need of matching 

connectors or use of adapters and ensures rapid installation and 

cable extensions. 

Both plug and bulkhead connectors are compliant with MIL-DTL-

83526 standard, providing IP67 protection using dust cap or when 

connected. 

HEBM are implemented in a various types of patch-cords and reels 

with lenghts of up to 1000 meters. 

FEATURES 

 MIL-DTL-83526 compliant 

 Plug version: MIL-DTL-83526/20 

 Bulkhead version: MIL-DTL-83526/21 

 Flange or Jam Nut Bulkhead 

 Hermaphroditic 

 Field Repairable 

 2 or 4 Channels 

 Multimode and Singlemode 

 IP67 

 Non-armoured or armoured fiber 
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PATCH-CORD AND REELS ORDERING 

P/N: HEBM-2x(y)-zz-w-mm 

Variable Designation Value 

x Connector A type - 0: Plug 

- 1: Bulkhead 

y Bulkhead type: - J: Jam Nut 

- F: Flange 

zz Connector B type LC, SC, FC, ST, … 

w Fiber type - S: Singlemode 

- M: Multimode 

mm Cable length Length in meters 

 

PARAMETERS 

Parameter Value 

Mating Cycles 3000 

Free Fall 500 falls, 1.2m height 

Cable Retention 1500N 

Operating Temperature -55 to +85⁰C 

Storage Temperature -55 to +85⁰C 

Protection IP67 (Using dust cap or when 

connected) 

 

 

 

G.657A1 Armored 
4.8mm LSZH 
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